
Figure 4.3
Schematic Plan View of
Stormwater System Configurations
and Mixing Zone Boundaries
for Bridge Alternatives

4-LANE ALTERNATIVE

Discharge Containment
Lagoon (18’ Wide)

Main Pontoon
(75’x360’)

Main Pontoon
(75’x360’)

16
8’

60’ 360’ 60’

V V

Cross
Pontoon

Discharge Containment
Lagoon (6’ Wide)

Main Pontoon
(75’x360’)

Main Pontoon
(75’x360’)

15
6’

60’ 360’ 60’

Cross
Pontoon

V V

Discharge Containment
Lagoon (3’ Wide)

Main Pontoon
(60’x360’)

Main Pontoon
(60’x360’)

V V

60’ 360’ 60’

Cross
Pontoon

6-LANE ALTERNATIVE

8-LANE ALTERNATIVE

V

LEGEND

Catch Basin and 8”Ø
Vertical Discharge Pipe

Vault Discharge Pipe (12”)

168395.AA.08.04.05.04_E102002017SEA • Stormwater System Configs_revised • 10/31/02 • dk

Trans-Lake Washington Project
AKART and Water Quality Studies

12
3’

38’

22’

15’

Mixing Zone Region
extending beyond bridge

Mixing Zone Boundary
(100 feet from center)

M
ix

in
g 

Zo
ne

s

10
0 

fe
et

10
0 

fe
et

M
ix

in
g 

Zo
ne

s

10
0 

fe
et

10
0 

fe
et

M
ix

in
g 

Zo
ne

s

10
0 

fe
et

10
0 

fe
et


